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SELCO SIGMA S6610
PM MODULE
Connections
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CAN H

CAN L

COM

+

-PRIMARY
SUPPLY

BACKUP
SUPPLY +

-

ALARM (NE)

LED TEST

RS232

LC LOAD FEEDBACK 5 NE 1 TRIP/LC ACKNOWLEDGE 6

NE 2 TRIP/LC ACKNOWLEDGE 7

NE 3 TRIP/LC ACKNOWLEDGE 8

NE 4 TRIP/LC ACKNOWLEDGE 9

NE 5 TRIP/LC ACKNOWLEDGE 10

COM

STOP LAST GENERATOR

LC REQUEST 6

LC REQUEST 7

LC REQUEST 8

LC REQUEST 9

LC REQUEST 10

TIE BREAKER FEEDBACK A-B

TIE BREAKER FEEDBACK B-C

COM

VDC
ANALOG OUTPUT 1

ANALOG OUTPUT 2

mA

VDC

mA

COM

LC LOAD FEEDBACK 4

LC LOAD FEEDBACK 3

LC LOAD FEEDBACK 2

LC LOAD FEEDBACK 1

COM

LC ACKNOWLEDGE 5

LC ACKNOWLEDGE 4

LC ACKNOWLEDGE 3

LC ACKNOWLEDGE 2

LC ACKNOWLEDGE 1

LC REQUEST 5

LC REQUEST 4

LC REQUEST 3

LC REQUEST 2

LC REQUEST 1

COM

B

A

RS485 REF

MANUAL

NOT USED

LOW LOAD

HIGH LOAD

LOAD DEMAND > PLANT CAP.

ALARM OC

SIREN OC

LIGHT LOAD CANCEL

COM
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